
Description	 The mounting frame of the inspection flap consists of 4 individual aluminium profiles welded 

on a mitre, which are connected with each other with concealed corner brackets and a mortise 

joint. Thanks to the removable flap lid, easy installation on the wall or the ceiling is ensured. 

The inspection flap is equipped with a two-sided catch mechanism. The brackets on the flap lid 

and the counter-plate on the mounting frame enable the use of the inspection flap both in the 

wall and the ceiling area. The concealed snap closures open the inspection flap when they are 

pressed.

Scope of delivery	 Inspection flap packaged in carton

	 Installation set, 1 set of protection caps, installation instructions.

Assembly instructions	 Check inspection flap for proper function. Cleanly saw out the opening (approx. 6 mm bigger 

than nominal dimension) from the ceiling or the wall with the compass saw. Detach the flap lid, 

guide the mounting frame diagonally through the opening and fit.

Warning  	 Pay attention to a clean base!

Installation 	 Position the mounting frame - with the closure facing upwards in case of wall installation - 

tighten (clamp or similar) and pre-drill (when using screws with the drill bit, pre-drilling is not 

necessary).

Warning 	 The mounting frame has to be screwed into place on each side.

	

	 Distance of screws ≤ 170 mm

	 Position the drill holes equally along the length.

	 Screw in dry-wall screws (the screw head has to be slightly recessed in the ceiling or the wall 

panel) and cover any screw tips sticking out on the rear side with the protective caps that are 

provided. Fill in the groove between the gypsum plasterboard and the mounting frame flushly 

using filler.

Warning	 It is important to detach the flap lid beforehand.

	 Fill the flap lid while it is removed. Carefully clean the interior side of the mounting frame and 

flap lid, guide the flap lid diagonally into the mounting frame, test that it works, attach the 

catch mechanism and close the flap lid. 

	

	 Warning with wall installation: The closures are always to be aligned towards the ceiling.

Field of application	 The inspection flap is primarily used in drywall construction (interior areas). It is suitable for 

installation in walls and ceilings. The impregnated gypsum plasterboard inlay and the rust-free 

material of the inspection flap mean it can be used in wet rooms. 

AluNova access panel
with surrounding rubber lip seal and gypsum plasterboard inlay (suitable for wet rooms),
for ceiling and wall installation, with concealed snap closures 

Integrated gypsum plasterboard GKBI 12.5 mm; 15 mm; 2 x 12.5 mm, flap lid is detachable, with installation kit, 
suitable for wet rooms.	
Mounting frame (with surrounding rubber lip seal) and aluminium flap lid. 
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—	� High quality rubber lip seal prevents soiling occurring due to 
air flows in the joint area

—	 The catching device on both sides in all sizes offers highest 
	 levels of safe

— 	 also available in air tight as AluNova air tight
Description	 The mounting frame of the inspection flap consists of 4 individual aluminium profiles welded 

on a mitre, which are connected with each other with concealed corner brackets and a mortise 

joint. Thanks to the removable flap lid, easy installation on the wall or the ceiling is ensured. 

The inspection flap is equipped with a two-sided catch mechanism. The brackets on the flap lid 

and the counter-plate on the mounting frame enable the use of the inspection flap both in the 

wall and the ceiling area. The concealed snap closures open the inspection flap when they are 

pressed.

Scope of delivery	 Inspection flap packaged in carton

	 Installation set, 1 set of protection caps, installation instructions.

Assembly instructions	 Check inspection flap for proper function. Cleanly saw out the opening (approx. 6 mm bigger 

than nominal dimension) from the ceiling or the wall with the compass saw. Detach the flap lid, 

guide the mounting frame diagonally through the opening and fit.

Warning  	 Pay attention to a clean base!

Installation 	 Position the mounting frame - with the closure facing upwards in the event of wall installation 

- tighten (clamp or similar) and pre-drill (when using screws with the drill-bit, the pre-drilling is 

not necessary).

Warning 	 The mounting frame has to be screwed into place on each side

	

	 Distance of screws ≤ 170 mm

	 Position the drill holes equally along the length.

	 Screw in dry-wall screws (the screw head has to be slightly recessed in the ceiling or the wall 

panel) and cover any screw tips sticking out on the rear side with the protective caps that are 

provided.

	

Warning	 It is important to detach the flap lid beforehand.

 

	 Guide the flap lid diagonally into the mounting frame, test that it works and close the flap lid. 

	

	 Warning with wall installation: The closures are always to be aligned towards the ceiling.

Field of application	 The inspection flap is primarily used in drywall construction (interior areas). It is suitable for 

installation in walls and ceilings. The impregnated gypsum plasterboard inlay and the rust-free 

material of the inspection flap mean it can be used in wet rooms. 
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AluPlana® access panel
filler-free
with surrounding rubber lip seal and gypsum plasterboard inlay (suitable for wet rooms),
for ceiling and wall installation, with concealed snap closures 

Integrated gypsum plasterboard GKFI 12.5 mm; 2 x 12.5 mm, flap lid is detachable, with installation kit, 
suitable for wet rooms.	
Mounting frame (with surrounding rubber lip seal) and aluminium flap lid.  

— 	High quality rubber lip seal prevents soiling from 
	 occurring due to air flows in the joint area

— 	The catching device on both sides in all sizes offers 
	 shighest levels of safety

— 	Patented mechanical attachment of the gypsum plasterboard 
	 inlay ensures long term stability

—	Screw-head free plasterboard inlay
	 	 • �Quality levels Q1 and Q2 are possible pursuant to 

information sheet no. 2/April 2003 of the Bundesverband 
der Gips- und Gipsplattenindustrie e.V. 

	 	 • Gypsum plasterboard inlay is flush-mounted to the frame 
		     of the flap lid

AluPlana® access panel
filler-free
with surrounding rubber lip seal and gypsum plasterboard inlay (suitable for wet rooms),
for ceiling and wall installation, with concealed snap closures 

INSTALLATION INSTRUCTIONS

AluNova access panel
with surrounding rubber lip seal and gypsum plasterboard inlay (suitable for wet rooms),
for ceiling and wall installation, with concealed snap closures 

12.5 mm gypsum plasterboard inlay CE certified according to DIN EN 520:  DFH2 and/or according to DIN 18180: GKFI

12.5 mm gypsum plasterboard inlay CE certified according to DIN EN 520:  H2 and/or according to DIN 18180: GKBI

Weight kg Nominal dimensions mm Clear size Article no.

A B C E E1

  0.7 200 200 158 190 12,5 25 25 22-045

  0.9 200 300 158 290 12,5 25 25 22-046

  1.2 300 300 258 290 12,5 25 25 22-047

  1.6 300 400 258 390 12,5 25 25 22-048

  2.2 300 600 258 590 12,5 25 25 22-049

  2.2 400 400 358 390 12,5 25 25 22-050

  3.5 400 600 358 590 12,5 25 25 22-051

  2.8 500 500 458 490 12,5 25 25 22-052

  3.8 600 600 558 590 12,5 25 25 22-053

15.0 mm gypsum plasterboard inlay CE certified according to DIN EN 520:  H2 and/or according to DIN 18180: GKBI

Weight kg Nominal dimensions mm Clear size Article no.

A B C E E1

  0.9 200 200 158 190 15 25 25 22-065

  1.7 300 300 258 290 15 25 25 22-066

  2.7 400 400 358 390 15 25 25 22-067

  4.0 500 500 458 490 15 25 25 22-068

  5.6 300 600 558 590 15 25 25 22-069

2 x 12.5 mm gypsum plasterboard inlay, CE certified according to DIN EN 520: H2 and/or according to DIN 18180: GKBI

Weight kg Nominal dimensions mm Clear size Article no.

A B C E E1

  1.2 200 200 158 190 25 25 25 22-075

  2.1 300 300 258 290 25 25 25 22-077

  2.7 300 400 258 390 25 25 25 22-078

  4.0 400 400 358 390 25 25 25 22-079

  5.1 400 600 358 590 25 25 25 22-080

  5.2 500 500 458 590 25 25 25 22-081

  7.2 600 600 558 590 25 25 25 22-082

Inspection doors
Access panels
Chimney doors

INSTALLATION INSTRUCTIONS

www.revisionsklappen.com

2 x 12.5 mm gypsum plasterboard inlay, CE certified according to DIN EN 520: DFH2 and/or according to DIN 18180: GKFI

Weight kg Nominal dimensions mm Clear size Article no.

A B C E E1

  1.2 200 200 158 190 25 25 25 22-010

  2.3 300 300 258 290 25 25 25 22-011

  3.7 400 400 358 390 25 25 25 22-012

  5.6 500 500 458 490 25 25 25 22-013

  7.7 600 600 558 590 25 25 25 22-014

Weight kg Nominal dimensions mm Clear size Article no.

A B C E E1

  0.8 200 200 158 190 12,5 25 25 22-000

  1.4 300 300 258 290 12,5 25 25 22-001

  2.2 400 400 358 390 12,5 25 25 22-002

  3.2 500 500 458 490 12,5 25 25 22-003

  4.4 600 600 558 590 12,5 25 25 22-004



Softline inspection door
white coating
for ceiling and wall installation

Door leaf with recessed square lock. Galvanised steel plate, white coating (RAL 9016).

Special designs up to 1600 x 1200 mm (in 50 mm grid). Also available as a special design with a cylinder lock or prepared for 
profile cylinders. 

In the special design, the inspection door is manufactured in a strengthened design (Z profile), smoke-tight with test up 
to 800 x 1000 mm (ift Rosenheim: 281320022/1 and 28132022/2) or dust tight.
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—	 Straightforward installation
—	 with adjustable anchors for use in studs, stone,  
	 or brick

—	 Door leaf detachable, can be installed on the left or the right
—	Durable, powder-coated surface

Weight kg Nominal dimensions mm Clear size Article no.

A B C E

  0.3 150 150 125 145 27 20 22-851

  0.4 150 200 125 195 27 25 22-850

  0.5 200 200 175 195 27 20 22-852

  0.6 200 250 175 245 27 20 22-853

  0.7 200 300 175 295 27 20 22-854

  1.1 200 400 175 395 20 25 22-869

  0.7 250 250 225 245 27 20 22-855

  0.8 250 300 225 295 27 20 22-856

  0.9 300 300 275 295 27 20 22-857

  1.5 300 400 260 370 20 25 22-868

  1.7 300 500 260 470 20 25 22-870

  2.0 300 600 260 570 20 25 22-871

  1.4 350 350 310 320 20 25 22-858

  1.5 400 400 375 395 27 20 22-859

  2.2 400 500 360 470 20 25 22-872

  2.5 400 600 360 570 20 25 22-860

  2.2 450 450 410 420 20 25 22-861

  2.5 500 500 460 470 20 25 22-862

  3.4 600 600 560 570 20 25 22-863

  4.7 600 800 560 770 20 25 22-864

  5.7 800 800 760 770 20 25 22-865

Over a height of 650 mm, the inspection doors have 2 locks.

Description	 In sizes 150 x 150 mm to 400 x 400 mm, the mounting frame consists of a single piece. From 

	 450 x 450 mm and over, the mounting frame consists of 4 mounting frame components that 

have been spot-welded together. The ends of the mounting frame are sawed on a mitre which 

guarantees the seamless transition of the mounting frame components on the corners.

	

	 The Softline edge gives the inspection door a special design. 

	

	 The hinge drill holes and the slot for the closure have been fitted so that the door leaf can 

	 be installed on the left or the right. On each of the side components of the mounting frame, 

	 2 turnable wall anchors have been fitted. The wall anchor material means that bending or 

turning is possible without any difficulties. 

	 Fixing holes are provided at differing points in the wall anchors. This guarantees the optimum 

fastening of the inspection door in the wall and/or the ceiling opening. 

	 The door leaf is centered on the upper or lower side with spacing elements.

	 The inspection door has a high quality powder coating.

Scope of delivery	 Inspection door, incl. wall anchors, packaged in protective film.

Assembly instructions	 The door leaf of the inspection door is detached and the mounting frame is placed in the 

opening of the wall or ceiling. 

	 The four moving wall anchors are adapted to the circumstances and attached to the wall or 

ceiling. The gap between the wall/ceiling and mounting frame can be filled if required. This 

guarantees the optimum fastening in the wall and/or lightweight construction walls. The door 

leaf is subsequently re-attached and closed. 

	 Warning in the event of ceiling installation: The inspection door is only suitable for ceiling 

installation up to size 600 x 600 mm.

Field of application	 The inspection door is mainly used in interior construction. 

	 It is suitable for installation in walls and ceilings. 	

Softline inspection door
white coating
for ceiling and wall installation

Description	 The mounting frame consists of 4 mounting frame components that are spot-welded together. 

The ends of the mounting frame are sawed on a mitre which guarantees the seamless transi-

tion of the mounting frame components on the corners. The Softline edge gives the inspection 

door a special design.  On each of the side components of the mounting frame, 2 turnable wall 

anchors have been fitted. 

	 The wall anchor material means that bending or turning is possible without any difficulties. 

	 Fixing holes are provided at differing points in the wall anchors. This guarantees the optimum 

fastening of the inspection door in the wall and/or the ceiling opening. The door leaf is centered 

on the upper or lower side with spacing elements. The inspection door has a high quality 

powder coating.

Scope of delivery	 Inspection door, incl. wall anchors, packaged in protective film.

Assembly instructions	 The door leaf of the inspection door is detached and the mounting frame is placed in the 

	 opening of the wall or ceiling. 

	 The four moving wall anchors are adapted to the circumstances and attached to the wall or 

ceiling. The gap between the wall/ceiling and mounting frame can be filled if required. This 

guarantees the optimum fastening in the wall and/or lightweight construction walls. The door 

leaf is subsequently re-attached and closed. 

	 The stop can no longer be changed subsequent to installation.

	 Warning in the event of ceiling installation: The inspection door is only suitable for ceiling 

installation up to size 600 x 600 mm.

Field of application	 The inspection door is mainly used in interior construction. 

	 It is suitable for installation in walls and ceilings. 	

Softline Comfort inspection door
with concealed press locks, white coating 
for ceiling and wall installation, ceiling installation up to size 600 x 600 mm

Softline Comfort inspection door
with concealed press locks, white coating 
for ceiling and wall installation

Door leaf with concealed press locks, stop cannot be changed after installation.
Galvanised steel plate, white coating (RAL 9016). 
In special designs upon request.
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—	Homogenous visuals of door leaf due to concealed 
	 press locks

—	Tool-free operation

—	Straightforward installation

—	 Door leaf detachable, can be installed on the left or the right

—	Durable, powder-coated surface

—	with adjustable anchors for use in studs, stone,  
	 or brick
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Chimney door with lever-actuated lock

installation optionally on right- or left-hand side, door can be unhinged for installation.
Check no. 21-204: P-BWU 02-39 / check no.  21-206: P-BWU 02-40
General test certificate issued by the competent construction supervision board, quality-monitored.
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Chimney door with square lock

installation optionally on right- or left-hand side, door can be unhinged for installation.
Check no. 21-203: P-BWU 02-39 / check no.  21-208: P-BWU 02-40
General test certificate issued by the competent construction supervision board, quality-monitored.	

Chimney doors

INSTALLATION INSTRUCTIONSINSTALLATION INSTRUCTIONS

Colour Size in mm         Article no.
A B C D

External dimension Clear width

230 295 140 205 21-204

230 295 140 205 21-206

stainless steel

galvanised

steel sheet

External dimension Clear width

230 295 140 205 21-203

230 295 140 205 21-208

stainless steel

galvanised

steel sheet

optional attachment on right- or left-hand side, 
check no.  P-BWU 02-06, Austrian standard B 8250, quality-monitored.
Material: galvanised steel sheet.	 					   

Chimney door with square lock

External dimension Clear width

230 380 150 300 21-454

280 380 200 300 21-459

stainless steel

galvanised

steel sheet

Chimney door with square lock	

installation optionally on right- or left-hand side, door can be unhinged for installation.
Check no. 21-261: P-BWU 02-36 / check no.  21-260: P-BWU 02-32
General test certificate issued by the competent construction supervision board, quality-monitored.	

B
D

A

C

External dimension Clear width

230 380 185 300 21-261

280 380 185 300 21-260

stainless steel

galvanised

steel sheet

Article No. 99-951, 08/2015  Subject to alterations. Reproduction, including excerpts, only permitted with the permission of RUG SEMIN GmbH

Weight kg Nominal dimensions mm Clear size Article no.

A B C E

  0.4 150 150 135 115 20 25 22-770

  0.6 200 200 175 160 20 25 22-772

  0.8 250 250 225 215 20 25 22-774

  1.0 300 300 275 260 20 25 22-776

  1.6 400 400 375 360 20 25 22-778

  2.7 500 500 460 450 20 25 22-780

  3.5 600 600 560 550 20 25 22-782

  5.7 800 800 760 750 20 25 22-784

Weight kg Nominal dimensions mm Clear size Article no.

A B C E

  0.8 200 200 175 160 20 25 22-785

  1.4 300 300 275 260 20 25 22-786

  2.1 400 400 375 360 20 25 22-787

  3.0 500 500 460 450 20 25 22-788

  4.1 600 600 560 550 20 25 22-789

    Softline Comfort inspection door air- and dust-tight  

  Softline Comfort inspection door

Air-tight through surrounding EPDM seal.
Air-tight in accordance with RT 2012 (Blower Door-Test, 70 PA).


