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Inspection Flap New ProjectLine  
 

  Frame components from aluminum 
sections with firm „TOX joints“ 

 All-round seal 

 Safety catch 
 With hidden spring steel lock  
 GKBI plates 

 Inspection flap filler-free 

 Assembly instructions 

 Wall and ceiling installation  

 
 

Delivery program 
 

RUG SEMIN Art.Nr. Dimensions 

GKBI Thickness Nominal Service 

1 x 12,5mm   Length x Width length x width 

27-155   200 x 200 166 x 197 

27-156   300 x 300 266 x 297 

27-157   400 x 400 366 x 397 

27-158   500 x 500 466 x 497 

27-159   600 x 600 566 x 597 

 
 

Particular features of product 
 

 for wall and ceiling installation (not to be exposed to walking/traffic loads) 

 suitable for use in moist rooms 
 if installed in walls the lock is aligned to the ceiling 

 
 

Quality assurance measures 
 
In-line process quality assurance in each work step. The primary materials and 
external parts subject to incoming goods control mechanism. 
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Material 
 

Description Material Specification 

Frame components Extruded sections, anodizing 
quality 

ALMgSi 0,5 F22 

corner connector  1,0 mm 

Gypsum plasterboard Moist room GP boards GKBI 

Lock Sring steel X5CRNI18-10 

Seal Foam material  

Steel nails  Steel 

Catch wire with hook steel rope / steel  

 
 

Maintenance 
 

 Visual inspection 

 Function 
 Cleanness 
 Completeness 
 Damages 

 

 
Manufacturer 
 
RUG SEMIN GmbH, Pittlerstraße 21, 63225 Langen, Germany 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Issue 11/2016 

Technical modifications are subject to change by the manufacturer 


